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Niveus Setup & Configuration  

Niveus setup will walk you through the desired system configuration and aid in 

your first user setup choices. 

 

  



 

Welcome  

 

Congratulations on the purchase of your new Niveus Media Server ï Rainier Edition.  Whether you are 

new to the media server category or just new to Niveus, we hope you will be impressed by the 

performance and features of your new server. 

The following user guide will walk you through important setup steps, and help familiarize you with the 

various features of your new system, including the acclaimed Niveus Movie Library.  

 

 



 

System Setup 
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Unpack the system and place the media server in the desired location. You can view the safety 

considerations at the end of this user guide for additional placement considerations.  

 

Broadband Wired Home Network  

Connect the Niveus Media Server to your local broadband network utilizing the Ethernet port on the rear 

of the system.  

Note: The Niveus Media Server does not include support for WiFi. The system must be connected to a 

broadband network to receive advanced services such as metadata for digital content and various online 

services. 

 

Display Device 

HDMI or DVI is the recommended video output options. One of these must be used if HDCP support is 

required, as is the case with a Blu-ray Disc-enabled system. Both options (HDMI, DVI) are capable of 

outputting a resolution up to 1080p.  

Option 1: Connect the HDMI port to a digital display device with an HDMI cable (not included) 

Option 2: Connect the DVI port to a digital display device with a DVI cable (not included) 

 

  

Quick Tip : 

HDMI & DVI are the preferred video output ports 

and will deliver the highest resolution and 

support the latest high definition video content. 

 

 

Did You Know?  

The Niveus Media Server ï Rainier Edition is 

capable of outputting up to two video outputs 

simultaneously by utilizing the video processorôs 

clone mode. This enables the source to be 

replicated on two displays. This functionality 

does not enable to independent sessions; it 

merely duplicates the primary screen across two 

displays. 



 

Audio System  

Connect to your audio system using analog or digital outputs on the Niveus Media Server. Your Niveus 

Media Server ships with HDMI set as default, with 2 Channel Audio configured. 

Option 1: Use HDMI (recommended) to utilize the speakers in your HDMI ready digital television, or to 

pass up to a 7.1 channel signal to your HDMI ready receiver. 

Option 2: Use Digital Optical Toslink (SPDIF) to connect the digital audio out to the digital input on an 

audio receiver/amplifier for up to 5.1 surround sound. 

Option 3: The Rainier provides the option of eight discrete channels of analog audio out. The eight ports 

are labeled appropriately to allow the utmost flexibility in your home theater audio setup.  

 

RF Receiver 

Connect the RF USB receiver for the RF keyboard (included to one of the available USB ports. 

 

Quick Tip:  

Connecting HDMI to the DVI video output using 

a DVI-to-HDMI cable or adapter can sometimes 

resolve any HDMI connection issues such as 

occasional loss of signal when connecting 

through a device such as an A/V receiver or 

video processor. 

 

Quick Tip:   

The Niveus Media Server ï Rainier Edition does 

not offer simultaneous output of both a digital 

and analog audio signal. If you are planning on 

distributing one of the signals you will need to 

use an external audio distribution component 

which can split the signal and redistribute one of 

the streams. 



 

IR Receiver 

The Niveus Media Server ï Rainier Edition has an integrated IR receiver located in the front left of the 

unit. There is no need for an external USB IR Receiver unit although one can be added if desired. 

 

RS-232 Cable (Optional)  

Connect the RS-232 cable from your advanced control system device to the media centerôs 

corresponding nine-pin port. 

 

Power Source 

Connect the included power cord to the rear of the media center and to the nearest available power 

source. 

 

Power on the System  

Power on the media server by pushing the power button located on the front panel of the system.  

 

Hardware Setup is Complete (Almost)   

Youôre almost ready to use your new system. Simply finish the accessory setup steps and youôll be 

completing your on screen setup before you know it.  

  



 

Remote Control  

 

Introduction  

A Microsoft Media Center Remote Control is 

included with your Niveus Media Server purchase . 

This single remote will allow you to access and 

control all the features of the Niveus Media 

Server. The following w ill help familiarize you 

with the remote control  and its learning ability if 

you wish to control the volume of an external 

receiver or television.  

Distance 

For optimum performance, make sure that the 

distance between the remote and the receiver 

doesnôt exceed 20 feet. Keep a direct, unobstructed 

line of sight between the receiver and the remote 

control, and donôt let any natural or artificial light 

shine directly on the receiverôs IR sensor. 

IR Receiver 

On certain Niveus Media Server models the IR 

Receiver is built in. On certain models, or in the 

case where there is an obstructed line of sight to the 

media server, you will need to use an external USB 

IR Receiver. Contact Niveus Support if you did not 

receive an external IR Receiver with your media 

server and you would like one.  

With your computer turned on, plug the rectangular 

universal serial bus (USB) connector into your 



 

computerôs USB port. Please observe the same distance and line of sight requirements as detailed 

above. 

 

Learning Functionality  

The TV, VOL+, and VOL- buttons on the remote control can ñlearnò IR commands from other remote 

controls. This feature allows the use of the TV button to turn on a TV and the VOL+ and VOL- buttons to 

adjust the volume on the TV or another device, such as an audio receiver. 

 

NOTE: By default, the VOL+, VOL- buttons control the system volume on the media center, and the TV 

button has no command assigned to it until it ñlearnsò one. 

 

a. Place the media center remote control head to head (2 to 3 inches apart) with the remote from which it 

is learning. 

 

b. Using the media center remote, press and hold the DVD MENU and OK buttons at the same time until 

the remote control lights turn off (2 seconds). The remote is now in learning mode. 

 

c. Using the media center remote, press and release the TV, VOL+, VOL- button, depending on which 

command should be learned. The media center remote lights blink once to confirm the selection. 

 

d. On the remote control that is teaching the command, press and hold the button that should be learned 

on the media center remote control. The media center remote lights blink twice to confirm the selection. If 

the remote did not learn the command, the lights blink quickly four times. To try again, repeat steps b 

through f. 

 

e. Repeat steps b through f for the other buttons that can learn commands. 

 



 

f. To restore the default remote control settings press and hold the DVD MENU button and LEFT 

navigation button at the same time until the media center remote lights turn off. Press the OK button. If 

successful, the media center remote will blink twice, four times if unsuccessful. 

 

Wireless Keyboard  

 

Introduction  

Enjoy the freedom of wireless connectivity with a wireless Keyboard with Optical trackball. The keyboard 

and trackball allow you to work up to 100 feet away from the USB receiver connected to the Niveus Media 

Server. In addition, the optical trackball provides great accuracy with minimal hand movement due to its 

800 dpi resolution. The lightweight and stylish keyboard offers mobility and comfort wherever you type.  

The Niveus wireless keyboard operates in the 2.4 GHz radio frequency range. If you experience 

degraded performance you may have another 2.4 GHz device nearby causing the interference. 

Setup 

1. Open the battery cover under the keyboard and place 4 AA batteries inside the battery compartment. 

Close the battery compartment cover. 

2. Plug the RF Receiver of the keyboard into the USB ports of your computer.  

3. Turn on your computer 

4. Setting ID: 

a. Press the ID button on Dongle receiver. (Picture A), the Green LED will flash which means the 

ID is searching.  

b. Press CTRL and the ID button on the keyboard simultaneously. (Picture B), After you press the 

ID button on the keyboard, the green LED light will turn off on the dongle receiver which means 

the connection was successful. You may need to press the ID 1-2 times. Test the keyboard. If it 

doesnôt work, repeat the step to sync it. 

Picture A  

 

 

 

 

 

Picture B 



 

Windows Setup  

 

License Agreement  

When the system is first powered up you will need to do an initial setup of Microsoft Windows Vista. 

Select the Country, Time Zone and keyboard layout as appropriate. You will need to accept the license 

agreement as well.  

 

Name & Background  

Next you will need to enter a system name and select a background graphic for the desktop. Niveus has 

preloaded a few different backgrounds to select for customization with the Niveus media logo. You may 

also choose any other picture or develop a custom desktop with your own company logo or graphics. 

 

PASSWORDS 

Niveus Media does NOT recommend using a password. (If a password must be used, then we 

recommend a NUMERICAL password so that it can be accessed using the remote). 

 

Background and System Icon  

Niveus Media recommends using the provided Dark Blue Niveus wallpaper as this background has a 

lower potential for burn-in on LCDôs and Plasma Screens. 

 

Naming your Media Server  

Niveus Media recommends naming your server in a way that corresponds to the location, user, and type 

of machine. IE: ñSmith Family Room Rainierò This will make things much easier as you continue to 

network the home. 

Automatic Log -in 

As an alternative you can have the 

system automatically log in using a 

password. This is beneficial when 

using remote desktop connections or 

other applications that require a 

password enabled account.  To 

automatically log in use the following 

steps: 

Go to the Vista Start Menu, type 

netplwiz in the search box, and press 

Enter 

The User Accounts window will open. 

Notice the option Users must enter a 

name and password to use this 

computer, uncheck the box and click 

OK. 

You will be prompted for the login 

name and password of the user that 

you want automatically logged in. 

Enter the information for a user 

account that already exists and click 

OK. 

 



 

 

Time & Time Zone  

After selecting the correct Time Zone set the time to the correct local time. 

 

Location  

Finally, select Home as the type of location. Be sure that the unit is connected to a proper router or 

firewall for protection from internet threats. 

 

Vista Performance Check  

Once this is complete, click start and Vista will begin to check the performance of the system and show a 

number of animated screens while it runs the necessary diagnostics. You should notice a progress bar.  

 

Automatic Updates  

Choose the option for automatic updates- Niveus recommends to choose no automatic updates to the 

system. To ensure that Automatic updates are properly configured, select Windows Updates from the 

Program menu in the Start menu. Then select never update. Niveus provides quarterly service packs 

which include all the updates required to maintain stable operation of your Niveus Media Server. These 

service packs are uniquely qualified at Niveus, and in most cases, bring your system current with 

Microsoft updates as well. Niveus will provide update information through the dealer portal and newsletter 

when there are required updates. Unqualified updates can create operational issues and are not 

supported or warranted by Niveus. 

 

Windows Vista Welcome Center  

The Windows Welcome Center will automatically display the first time the system is started. It can be 

removed by removing the check mark from ñRun at Startupò in the lower left-hand corner and can be 

accessed through the control panel or in the programs/accessories menu. From here you can access 

Desktop Tip:  

A final touch which can be utilized to enhance 

the Media Server appearance of your 

installation is to remove any sign of the PC 

operating system from the desktop. Two 

configuration steps which can provide this are 

removing the desktop icons and hiding the 

taskbar. Right click on the desktop and select 

view- then uncheck Show Desktop Icons. Also 

right click on the taskbar, select properties and 

check Auto Hide (you may need to unlock the 

task bar first). If the display you are using over 

scans the video signal you may also want to 

stretch the taskbar up a notch to make it 

viewable. 

 



 

most of the set up elements necessary to customize the system for installation. Start by clicking ñShow all 

14 itemséò 

 

Connect to the Internet  

This will launch a wizard for an internet connection or indicate that you already have one if you have 

properly connected to a router via hardwire.  

 

Niveus Registration  

This will connect you to the Niveus product registration page where customer and dealer purchase 

information should be entered for each sale for warranty purposes- no need to fill in a warranty card.  

 

Niveus Software  

This will connect you to the Niveus software web page where software updates are listed.  If you are 

installing a system that was not recently manufactured it is suggested that you check on the status of 

software updates.  

 

Personalize Windows  

This will access a new window in Vista that allows for many of the settings from one location. 

 

Set Screen Saver  

Select the Screen Saver in the Personalize window; be sure to choose an appropriate screensaver when 

necessary. Phosphor based displays, such as Plasmas, should have screen savers engaged in order to 

avoid burn in of phosphors. LCD, DLP & LCoS displays do not require screen savers but they may be 

used as an option.  



 

 

Confirm Power Settings  

Confirm that Power Options are set to never turn off or hibernate. You will find this in the screen saver 

window and should find the power settings already set as described and indicated as ñNiveusò under the 

preferred plans. As long as you are using the ñNiveusò power plan you can be assured the settings are 

appropriate for home media server usage. 

 

  



 

Video Set up  

Display Settings  

Right-Click on the desktop and immediately choose the ñGraphics Propertiesò to access the main control 

area for the video card settings. 

Set Resolution  

Set the resolution for your display to the best choice based on the resolution of the display and its ability 

to accept various resolutions. While we cannot predict which settings will work best, the native resolution 

of display on fixed pixel displays is a good place to start. Some television based displays will not map 

pixel to pixel for HDTV signals so you may have to make adjustments to the resolution in order for the 

entire desktop to be displayed. This is done in a custom resolution setting in the graphics driver software.  

HDMI Quick Tip:  

Always try connecting directly to your display 

during the initial setup. The most popular 

connection type for video is HDMI. 

Unfortunately, HDMI can also be the most 

troublesome depending upon your receiver or 

video switcher. The safest way to ensure a 

proper initial setup is to bypass any 3
rd
 party 

video switching devices. Once you have 

established a solid connection then you can add 

in intermediary products such as in a/v receivers 

and video matrix switchers.  



 

Adjust Overscan  

Television and Projector Displays are often set to over scan by default due to the nature of television 

broadcasts. For this reason, your media server will appear to be over scanned in your display. To 

correct this and resize, you will need to use the ñIntel Aspect Ratio Toolò found at the bottom of the 

Display Settings tab of the Intel Graphics Properties dialog box. The resize utility can adjust the size of 

the picture to clean up picture size and eliminate any black corners or border on the screen. Simply 

increase or decrease the horizontal slider and click Ok. You may need to do this several times until 

you find your desired settings as there is no preview feature currently available with this utility. Simply 

click OK and you either have achieved your desired result, or you will need to increase/decrease the 

slider and try again. 

You only need to adjust the aspect ratio once, as the desired ratio will be remembered per the 

corresponding display resolution. 

If you have trouble with display settings please contact our support team for remote assistance. 

 

 

 



 

Audio Set up  

 

Enable Speakers 

In order to configure your speakers, and enable DTS, Dolby Digital, and WMA Pro support via analog or 

digital connection you will need to enable these formats. To enable these formats, navigate to the Vista 

Start button and locate the Control Panel feature. Within the Control Panel, double click the Sound Panel 

via the Sound Icon. 

Once you open up the Sound Settings Window, proceed to click the properties button in 

Step 1 below that corresponds to the physical connection of your audio. Following you will 

now be able to select which audio formats are supported by your digital audio receiver. 

Select DTS, Dolby and or WMA depending upon the support of your receiver.  

 

Step 1: Enter Properties for Digital Audio   Step 2: Choose your supported digital formats 

 

 

Advanced Audio Tip:  

Select Sounds from the 

personalize window. Select the 

No Sounds Scheme. This will 

prevent the full volume sound 

at start up as well as prevent a 

middle of the night surprise if 

the system amplifier is left on 

and the Media Center restarts 

after an extended power 

outage. Also uncheck the box 

ñPlay Windows Startup soundò 

 

HDMI Tip: 

If you are using the HDMI 

connection to the speakers 

built in to your television, you 

will need to leave these digital 

format options unselected as 

your television will most likely 

not be able to support these 

available formats. 

 

 

 

 


